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Technical Sheet

ADRIA

DESCRIPTION
Compact and powerful stainless steel nozzle, hardened with a tempering treatment to increase wear resistance, with 
rear jets inclined at 15°. Ideal for cleaning pipes with bends and difficult sections, it guarantees high thrust and effective 
cleaning even in confined spaces.

MAIN FEATURES
The Adria nozzle is designed to offer maximum efficiency in cleaning and flushing operations on small and medium-si-
zed pipes.Its compact stainless steel structure and 15° rear jet arrangement ensure powerful thrust and a stable trajec-
tory, ideal for tackling bends, siphons, and complex sections.
Thanks to the angle of the jets and the high number of propulsion holes, the Adria nozzle guarantees uniform wa-
shing action along the pipe walls, reducing working times and improving the performance of the jetting system. 

RECOMMENDATIONS
For effective and efficient operation, the nozzles must be specially configured (with regard to the size of individual holes), depending on the 
characteristics of the pump (flow rate and pressure) and the cross-section, length and type of high-pressure hose. This information must 
be provided by the customer at the time of order and must be compatible with the technical specifications of each individual nozzle. 
The  operator must choose a working pressure compatible with the pipeline conditions: high working pressure values could cause structural damage 
to the pipe walls.

Maximum Pressure: 300 bar

TECHNICAL SPECIFICATIONS

Part No. Ø x L

mm kg lit/min mm

332.06 3/8” 25 x 38 0,100 8xM4 15° 1xM4 0° >25 40 - 150

332.08 1/2” 30 x 38 0,100 8xM4 15° 1xM4 0° >25 50 - 200

Light Reaction Nozzles


