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Technical Sheet

ISONZO

DESCRIPTION
Hardened stainless steel grenade nozzles that are suitable for frequent use in concrete pipes. 

MAIN FEATURES
They are supplied as standard with external hexagonal ceramic inserts, on request with carbide inserts. 
The 30° inclination of the back jets ensures more aggressive washing against the duct walls than nozzles with a lower 
inclination. 
Inside the nozzle a flow diverter helps reduce turbulence and pressure losses.

RECOMMENDATIONS
For effective and efficient operation, the nozzles must be specially configured (with regard to the size of individual holes), depending on the cha-
racteristics of the pump (flow rate and pressure) and the cross-section, length and type of high-pressure hose. This information must be provided 
by the customer at the time of order and must be compatible with the technical specifications of each individual nozzle. 
The  operator must choose a working pressure compatible with the pipeline conditions: high working pressure values could cause structural 
damage to the pipe walls.

Maximum Pressure: 300 bar

TECHNICAL SPECIFICATIONS
Part No. Ø x L Inserts

mm kg lit/min mm

65540.100 1/2” 49 x 80 0,8 6 x M6 30° 1 x M6 0° 60 - 170 70 - 200 Ceramic

65540.100W 1/2” 49 x 80 0,8 6 x M6 30° 1 x M6 0° 60 - 170 70 - 200 Carbide 

65540.200 3/4” 69 x 111 2,2 8 x M10 30° 1 x M10 0° 80 - 265 80 - 300 Ceramic

65540.200W 3/4” 69 x 111 2,2 8 x M10 30° 1 x M10 0° 80 - 265 80 - 300 Carbide 

65540.420 1” 87 x 139 4,0 12 x M10 30° 1 x M10 0° 160 -450 200 -700 Ceramic

65540.420W 1” 87 x 139 4,0 12 x M10 30° 1 x M10 0° 160 - 450 200 - 700 Carbide 

65540.421 1” 1/4 87 x 139 3,9 12 x M10 30° 1 x M10 0° 200 - 450 200 - 700 Ceramic

65540.421W 1” 1/4 87 x 139 3,9 12 x M10 30° 1 x M10 0° 200 - 450 200 - 700 Carbide 

Grenade Nozzles


