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Technical Sheet

Magnum WHR Breakthrough Nozzles

DESCRIPTION
The Magnum nozzle series is compatible with water recycling systems. The nozzles are used for cleaning sewers 
with high-pressure water jets. Maintenance intervals are on average six times longer than with the classic version. 
The Switcher head allows optimum use of the available water. A mechanism inside the head allows the jet configura-
tion to be changed by simply releasing and restarting the operating pressure. 

MAIN FEAUTRES
Supplied as standard with carbide inserts with flow compactor (CNP2). 
With the Switcher head, the operator can choose between a drag configuration (with only thrust jets) or a cleaning 
configuration with only radial jets: this saves and makes the best use of the available water, significantly improving 
nozzle performance.

 

RECOMMENDATIONS 
For effective and efficient operation, the nozzles must be specially configured (with regard to the size of individual holes), depending on the cha-
racteristics of the pump (flow rate and pressure) and the cross-section, length and type of high-pressure hose. This information must be provided 
by the customer at the time of order and must be compatible with the technical specifications of each individual nozzle. 
The  operator must choose a working pressure compatible with the pipeline conditions: high working pressure values could cause structural 
damage to the pipe walls. 

TECHNICAL SPECIFICATIONS
Inlet: 3/4” F 3/4” F

Pressure Range: 85 - 550 bar 85 - 550 bar

Flow Range: 76 - 190 lit/min 76-190 l/min

Working DN: 150 - 450 mm 150-450 mm

Head: Descaler Switcher

Inserts:
1 x CNP2 @15° (front)
2 x CNP2 @85° (radial)
2 x CNP2 @28° (rear)

1 x CNP2 @15° (front)
4 x CNP2 @100/125° (radial)
2 x CNP2 @155° (rear)

Length: 180 mm 180 mm

Diameter: 92 mm 92 mm

Weight: 3 kg 3 kg

Max Pressure: 550 bar 550 bar

Recycling Water: Yes Yes

Maintenance Interval: 1600 hr 1600 hr

Part Number: 74996.01 74996.103


