Technical Sheet

Warthog X

Breakthrough Nozzles

nuovaConTec

DESCRIPTION

Designed for durability, Warthog X is the most powerful puller/descaler nozzle available for DN75 to DN 200 mm
pipes. Warthog X is a compact nozzle and is characterised by a combination of fixed jets and low-angle rotating rear
jets. Thanks to these, the milling/pulling power is optimised, meaning that a single nozzle is suitable for many types

of work.

MAIN FEATURES

e Variable nozzle calibration allows jets to be focused on pulling wall scaling and milling.

e Viscous fluid replacement can be carried out directly on site

¢ The unique shape and design allow easy manoeuvrability through wide-radius bends.

RECOMMENDATIONS

For effective and efficient operation, the nozzles must be specially configured (with regard to the size of individual holes), depending on the cha-

racteristics of the pump (flow rate and pressure) and the cross-section, length and type of high-pressure hose. This information must be provided
by the customer at the time of order and must be compatible with the technical specifications of each individual nozzle.
The operator must choose a working pressure compatible with the pipeline conditions: high working pressure values could cause structural

damage to the pipe walls.

TECHNICAL SPECIFICATIONS

Inlet: 3/8” 1/2”
Pressure Range: 85 - 345 bar 85 - 345 bar
Flow Range: 34 -57 lit/min 30 - 80 lit/min
1 x CNP1 @15° 1 x CNP1 @15°
Inserts 2 x CNP1 @100° 2 x CNP1 @100°
2 x CNP1 @170° 2 x CNP1 @170°
Working DN: 75 - 200 mm 75 - 200 mm
Length: 86 mm 86 mm
Diameter: 48 mm 48 mm
Weight: 0,54 kg 0,54 kg
Max Pressure: 345 bar 345 bar
Recycling Water: No No
Maintenance Interval: 250 ore 250 ore
Part Numbers: 75002.06 75002.08
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